CLAMP METERS

SK-7706 €
‘: Range Accurdcy
TRUE rovn Q H .“’ 50T (o K — | DC Current| 400/ 2000A +1 5%rdg = 3dgt
RMS | & z "N‘ [ DC Voltage | 40 / 400 { 600V =+ 1.0%rdg = 3dgt
AC Current | 400/ 20004 +1.5%rdg =+ 3dgt

PEAK| (AVE | fpuise! [MAX DiFF QUT! [rRNG | [DisP
HOLD RAGE WIDTH.  MIN {PUT HOLD HOLD

A + Hz| Frequency | 10Hz~25kHz
% I MmS| puty Cycle | 1%~99%
Pulse Width| 0.1mS~100mS |

AC Voltage | 40 / 400 / 600V |

+0.2%rdg = 2dgt
5.0%rdg+2dgt
15_D°&rdgtﬁdgl
+1.5%rdg=+3dgt

{ Dust | Water
APS Prgof Resistant

Jnaise V + Hz| Frequency | 10Hz~25kHz |  +0.29%rdg=+2dgt
%/ mS| puty Cycle| 1%~99% +5.0%rdg = 2dgt
. Pulse Width|0.1mS~100mS +5.0%rdg=2dgt
Relevant Measurement items are Dispiayed . i’
. i @
while Current and Voltage Measurements. o el +1.0%rdg = 2dgt
Temperature —25°C~150C +2°C

Connectable to Oscilloscopes or Recorders.

| Continuity Tests, Diode Tests, MAX/MIN,
Average, Peak Hold, Difference,

Cutput Terminal, Range Hold,

Display Hold, Auto Power Save

SPECIFICATIONS Other

Measurements
Display 4000 count LCD,
Maximum reading 9995
1000 times/sec
Auto / Manual Ranging
B 55mm Max
9V BF22 Battery (x 1), or
AC Adapter (Option)
CATII 600V and EMC
250(H) = 92(W) = 39(D) mim:, S00y

Sampling Rate
Range Selection
Conductor Diameter
Power Supply

Accessories © 830 Output Cable
100-57 Test Leads (x 1 set)

1007 Carrying Case (x 1), 9V 6F22 Battery (x 1}

OPTIONAL ACCESSORIES
® 318 Temperature Probe ® 940 Alligator Clips
® 896 AC Adapter ® 380 Line Separator

CE Mark
Dimensions & Weight

SK-7708 (¢
Range Accuracy
TRUE f#% [acioc DUTY | .. 50HZ~BOMZ) __(40Hz~1kHzl _
RMS | A | v Q HZ ‘"} 'H‘ % AC Current | 400A |(0~6004) 1.5%g=5dgt +3,056rcg:=Scgl :
e ——— o ALt Hr 20004, | (0~ 10004) +1.5%rdg+5dgt +3,0%rdg = Sedgl :
_”_ 'PEAK | MAX DIFF ‘RNG! | DISP APS AL A {1001A~) =3.0%rdg+Sdgt .
HOLD] [MIN HOLD) oty Hz /% [DC Current| 400/2000A +1.5%rdg -+ 5dgt Q
Dust| [ Water Frequency | 1Hz~4. 999kHz +0.2%rdg = 2dgt o
‘Proof | Resistant 1 3
= : Duty Cycle | Nat Specified T
? 4140 {40Hz~400Hz)__(401Hz~ 1KHz) =
AC Voltage |  *70V R SSSEC SRS SR IRT 1A
OM80% | 007600V | =15%dgE5agt 3,0%rdg - Sdgt o
. S | 400mV [ 4/ 40 ] ©
Relevant Measurement Items are Displayed ViV |DC Valtage | 400 / 600Y +1.2%rdg= 3dgt : ;‘, E
i Hz [ % ] 9§
while Current and Voltage Measurements. ® IFrequency | THz~100kHz +0.2%rdg+ 2dgt ]
| SPECIFICATIONS Duty Cycle | 0.1%~99.9% +2 0%rdg+2dat
Display . 4000 count LCD, 4000 +1.6%rdg % 5dgt
- _ Maximum reading 5120 Resi 4k [ 40k [ 400k Q +0.7%rdg + 3dgt
Sampling Rate . 3 times/sec CEHEE amMQ +3 0%rdg =+ 4dgt
Range Selection - Auto / Manual Ranging 40MQ +5.0%rdg = 7dgt

Conductor Diameter
Power Supply

Continuity Tests, Diode Tests, Capacitancs,

@ 55mm Max.
Oips! MAX/MIN, Peak Hold, Difference,

- 9V 6F22 Battery (x 1), or

Measurements X
CE Mark AC Adapter (Option) Range Hold, Display Hold, Auto Power Save
= Mart . CATII 600V and EMC
Dimensions & Weight OPTIONAL ACCESSORIES

o 250(H) x 92(W) = 39(D) mm, 50Uy
. 100-57 Test Leads (x 1 set)

1007 Carrying Case (x 1)

9V 6F22 Battery (x 1)

Accessories

® 818 Temperature Probe ® 940 Alligator Clips
® 896 AC Adapter ® 880 Line Separator

SK-7718 (¢
Range Accuracy
TRUE) | 400A +1.5%rdg=+5dgt
LACIDC Aﬁ:.mc o) GG Tant +1.5%rdg = 5dgt (400~6004)
RMS LI Q Hz -n) -DI- '”' - T000A | 3 096rdg+5dgt (601~ 1000A)
PEAK |MAX DISP Dust | Water AlA 400A +1.5%rdg+3dgt
oo minN DIFF orp APO Proof | Resistant Hz - % [DC Current| | "E1.5%rdg3dgt (400~600A)
+3.0%rdg==3dgt (601~ 10004)
Hz 1Hz~1kHz +0.2%rdg = 2dgt
Duty Cycle MNot Specified
4140 +1.0%rdg =+ 5dgt
ACVoltage| 404 ooy (40~400Hz)
AC/DC 1000A Measurements S 400mV / 4/ 40
DC Volt +1.0%rdg & 3dgt
HVIVQ/ oltage| ™1 soov g g
SPECIFICATIONS SO FRRT 1Hz~49 99kHz £0,2%rdg+2dgt
Display 4000 count LCD, Duty Cycle 10% ~90% =2 .0%rdg %+ 2dgt
Maximum reading 9944 400Q +1.5%rdg =+ 5dgt
Sampling Rate © 3 times/sec . 4k / 40k / 400k S +1.0%rdg+3dgt
Range Selection © Auto-ranging Resistance 4Me +4.0%rdg =+ 5dgt
Conductor Diameter @ ¢ 35mm Max. 40MQ +6.0%rdg +5dgt
Power Supply L OV BF22 Battery (x 1) - Continuity Tests, Diode Tests, Capacitance,
CE Mark . CATII 600V and EMC Meas:’r‘;em MAX/MIN, Peak Hold, Difference, Display Hold,
Dimensions 193(H) x 80(W) X 34.5(0j i Auto Power OFF
Weight . 300g
Accessories 100-57 Test Leads (x 1 set) | OPTIONAL ACCESSORIES

1012 Carrying Case (x 1), 9V 6F22 Battery (x 1) ® 880 Line Separator @ 940 Alligator Clips
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